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DETAILED ACTION 

1. Claims 1-10, 12-1 3, and 15-18 have been considered. 

Papers Submitted 

2. It is hereby acknowledged that the following papers have been received and placed of 
record in the file: Amendment as filed 07 August 2006 and Extension of Time for 1 Month as 
filed 07 August 2006. 

Claim Rejections - 55 USC § 102 

3. The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that form the 
basis for the rejections under this section made in this Office action: 

A person shall be entitled to a patent unless - 

(e) the invention was described in (1) an application for patent, published under section 122(b), by another filed 
in the United States before the invention by the applicant for patent or (2) a patent granted on an application for 
patent by another filed in the United States before the invention by the applicant for patent, except that an 
international application filed under the treaty defined in section 351(a) shall have the effects for purposes of this 
subsection of an application filed in the United States only if the international application designated the United 
States and was published under Article 2 1 (2) of such treaty in the English language. 

4. Claims 1-10, 12-13, 15-16, and 18 are rejected under 35 U.S.C. 102(e) as being taught by 
Intel's "Hyper-Threading Technology" in Intel Technology Journal: Volume 06 Issue 01 
published 14 February 2002 (herein referred to as Intel). 

5. Referring to claim 1, Intel has taught a method for processing bundled instructions 
through execution units of a processor, comprising the steps of: 

a. Determining a throughput mode of operation, based upon a configuration bit 
(Intel page 12, columns 1-2, Single-Task and Multi-Task Modes all); 

b. Fetching a first bundle of singly-threaded instructions from a singly-or multiple- 
threaded program (Intel page 4, column 1, Abstract lines 7-14; page 5, Processor 
Microarchitectures, lines 2-13; page 6, Thread-Level ParalleUsm, paragraph 1-2; 
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page 6, Thread-Level Parallelism, lines 3-8 and Figure 3; page 7, column 1, 
paragraph 3 to column 2, paragraph 2; page 7, First Implementation on the Intel 
Xeon Processor Family, paragraphs 2-3; and page 10, column 1, Out-of-Order 
Execution Engine, paragraph 3 and Figure 6); 

c. Distributing the first bundle to a first cluster of the execution units for execution 
therethrough (Intel page 4, column 1, Abstract lines 7-14; page 5, Processor 
Microarchitectures, lines 2-13; page 6, Thread-Level Parallelism, paragraph 1-2; 
page 6, Thread-Level Parallelism, lines 3-8 and Figure 3; page 7, column 1, 
paragraph 3 to column 2, paragraph 2; page 7, First Implementation on the Intel 
Xeon Processor Family, paragraphs 2-3; and page 10, column 1, Out-of-Order 
Execution Engine, paragraph 3 and Figure 6); 

d. Fetching a second bundle of singly-threaded instructions from the program (Intel 
page 4, column 1, Abstract lines 7-14; page 5, Processor Microarchitectures, lines 
2-13; page 6, Thread-Level Parallelism, paragraph 1-2; page 6, Thread-Level 
Parallelism, lines 3-8 and Figure 3; page 7, column 1, paragraph 3 to column 2, 
paragraph 2; page 7, First Implementation on the Intel Xeon Processor Family, 
paragraphs 2-3; and page 10, column 1, Out-of-Order Execution Engine, 
paragraph 3 and Figure 6); and 

e. Distributing the second bundle to a second cluster of the execution units for 
execution therethrough (Intel page 4, column 1, Abstract lines 7-14; page 5, 
Processor Microarchitectures, lines 2-13; page 6, Thread-Level Parallelism, 
paragraph 1-2; page 6, Thread-Level Parallelism, lines 3-8 and Figure 3; page 7, 
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column 1, paragraph 3 to column 2, paragraph 2; page 7, First Implementation on 
the Intel Xeon Processor Family, paragraphs 2-3; and page 10, column 1, Out-of- 
Order Execution Engine, paragraph 3 and Figure 6). 

6. Referring to claim 2, Intel has taught processing the first bundle within the first cluster 
(Intel page 12, columns 1-2, Single-Task and Multi-Task Modes all). 

7. Referring to claim 3, Intel has taught processing the second bundle within the second 
cluster (Intel page 12, columns 1-2, Single-Task and Multi-Task Modes all). 

8. Referring to claim 4, Intel has taught architecting data from the first cluster to a first 
register file (Intel page 7, column 1, paragraph 3 to column 2, paragraph 2). 

9. Referring to claim 5, Intel has taught committing architected state from the second cluster 
to the first register file (Intel page 7, column 1, paragraph 3 to column 2, paragraph 2). 

10. Referring to claim 6, Intel has taught architecting data fi-om the second cluster to a second 
register file (Intel page 7, column 1, paragraph 3 to column 2, paragraph 2). 

1 1 . Referring to claim 7, Intel has taught fetching the first bundle comprising decoding 
instructions into the first bundle of the singly-threaded instructions (Intel page 4, column 1, 
Abstract lines 7-14; page 5, Processor Microarchitectures, lines 2-13; page 6, Thread-Level 
Parallelism, paragraph 1-2; page 6, Thread-Level Parallelism, lines 3-8 and Figure 3; page 7, 
column 1, paragraph 3 to column 2, paragraph 2; page 7, First Implementation on the Intel Xeon 
Processor Family, paragraphs 2-3; and page 10, column 1, Out-of-Order Execution Engine, 
paragraph 3 and Figure 6). 

12. Referring to claim 8, Intel has taught fetching the second bundle comprising decoding 
instructions into the second bundle of the singly-threaded instructions (Intel page 4, column 1, 
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Abstract lines 7-14; page 5, Processor Microarchitectures, lines 2-13; page 6, Thread-Level 
Parallelism, paragraph 1-2; page 6, Thread-Level Parallelism, lines 3-8 and Figure 3; page 7, 
column 1, paragraph 3 to column 2, paragraph 2; page 7, First Implementation on the Intel Xeon 
Processor Family, paragraphs 2-3; and page 10, column 1, Out-of-Order Execution Engine, 
paragraph 3 and Figure 6). 
13. Referring to claim 9, Intel has taught 

a. Selecting the configuration bit to specify a wide mode of operation (Intel page 12, 
columns 1-2, Single-Task and Multi-Task Modes all); 

b. Fetching a third bundle of singly-threaded instructions from the program (Intel 
page 4, column 1, Abstract lines 7-14; page 5, Processor Microarchitectures, lines 
2-13; page 6, Thread-Level ParalleUsm, paragraph 1-2; page 6, Thread-Level 
Parallelism, lines 3-8 and Figure 3; page 7, column 1, paragraph 3 to column 2, 
paragraph 2; page 7, First Implementation on the Intel Xeon Processor Family, 
paragraphs 2-3; and page 10, column 1, Out-of-Order Execution Engine, 
paragraph 3 and Figure 6); 

c. Distributing the third bundle to the first and second clusters of the execution units 
for execution therethrough (Intel page 4, column 1, Abstract lines 7-14; page 5, 
Processor Microarchitectures, lines 2-13; page 6, Thread-Level Parallelism, 
paragraph 1-2; page 6, Thread-Level Parallelism, lines 3-8 and Figure 3; page 7, 
column 1, paragraph 3 to column 2, paragraph 2; page 7, First Implementation on 
the Intel Xeon Processor Family, paragraphs 2-3; and page 10, column 1, Out-of- 
Order Execution Engine, paragraph 3 and Figure 6); and 
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d. Bypassing data between the clusters, as needed, to facilitate processing of the 
third bundle through the clusters (Intel page 4, column 1, Abstract lines 7-14; 
page 5, Processor Microarchitectures, lines 2-13; page 6, Thread-Level 
ParalleHsm, paragraph 1-2; page 6, Thread-Level Parallelism, lines 3-8 and Figure 
3; page 7, column 1, paragraph 3 to column 2, paragraph 2; page 7, First 
Implementation on the Intel Xeon Processor Family, paragraphs 2-3; and page 10, 
colvrain 1, Out-of-Order Execution Engine, paragraph 3 and Figure 6). 

14. Referring to claim 10, Intel has taught utilizing a latch to couple the data between the 
clusters (Intel page 4, column 1, Abstract lines 7-14; page 5, Processor Microarchitectures, lines 
2-13; page 6, Thread-Level Parallelism, paragraph 1-2; page 6, Thread-Level Parallelism, lines 
3^8 and Figure 3; page 7, column 1, paragraph 3 to column 2, paragraph 2; page 7, First 
Implementation on the Intel Xeon Processor Family, paragraphs 2-3; and page 10, column 1, 
Out-of-Order Execution Engine, paragraph 3 and Figure 6). 

15. Referring to claim 12, Intel has taught a method for processing bundled instructions 
through execution vmits of a processor, comprising the steps of: 

a. Determining a wide mode of operation, based upon a configuration bit (Intel page 
12, columns 1-2, Single-Task and Multi-Task Modes all); 

b. Fetching a first bundle of singly-threaded instructions fi-om a singly- or multiply- 
threaded program (Intel page 4, column 1, Abstract lines 7-14; page 5, Processor 
Microarchitectures, lines 2-13; page 6, Thread-Level Parallelism, paragraph 1-2; 
page 6, Thread-Level ParalleUsm, lines 3-8 and Figure 3; page 7, column 1, 
paragraph 3 to column 2, paragraph 2; page 7, First Implementation on the Intel 
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Xeon Processor Family, paragraphs 2-3; and page 10, column 1, Out-of-Order 
Execution Engine, paragraph 3 and Figure 6); 

c. Distributing the first bundle to two or more clusters of the execution units for 
execution therethrough (Intel page 4, column 1, Abstract lines 7-14; page 5, 
Processor Microarchitectures, lines 2-13; page 6, Thread-Level Parallelism, 
paragraph 1-2; page 6, Thread-Level Parallelism, lines 3-8 and Figure 3; page 7, 
column 1, paragraph 3 to column 2, paragraph 2; page 7, First Implementation on 
the Intel Xeon Processor Family, paragraphs 2-3; and page 10, column 1, Out-of- 
Order Execution Engine, paragraph 3 and Figure 6); and 

d. Bypassing data between the clusters, as needed, to facilitate processing of the first 
bundle through the clusters (Intel page 4, column 1 , Abstract lines 7-14; page 5, . 
Processor Microarchitectures, lines 2-13; page 6, Thread-Level Parallelism, 
paragraph 1-2; page 6, Thread-Level Parallelism, lines 3-8 and Figure 3; page 7, 
column 1, paragraph 3 to column 2, paragraph 2; page 7, First Implementation on 
the Intel Xeon Processor Family, paragraphs 2-3; and page 10, column 1, Out-of- 
Order Execution Engine, paragraph 3 and Figure 6). 

1 6. Referring to claim 1 3, Intel has taught 

a. Selecting the configuration bit to indicate a throughput mode of operation (Intel 
page 12, columns 1-2, Single-Task and Muki-Task Modes all); 

b. Fetching a second bundle of singly-threaded instructions from the program (Intel 
page 4, column 1, Abstract lines 7-14; page 5, Processor Microarchitectures, lines 
2-13; page 6, Thread-Level Parallelism, paragraph 1-2; page 6, Thread-Level 
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Parallelism, lines 3-8 and Figure 3; page 7, column 1, paragraph 3 to column 2, 
paragraph 2; page 7, First Implementation on the Intel Xeon Processor Family, 
paragraphs 2-3; and page 10, column 1, Out-of-Order Execution Engine, 
paragraph 3 and Figure 6); 

c. Distributing the second bundle to one of the clusters for execution therethrough 
(Intel page 4, column 1, Abstract lines 7-14; page 5, Processor 
Microarchitectures, lines 2-13; page 6, Thread-Level Parallehsm, paragraph 1-2; 
page 6, Thread-Level Parallelism, lines 3-8 and Figure 3; page 7, column 1, 
paragraph 3 to column 2, paragraph 2; page 7, First Implementation on the Intel 
Xeon Processor Family, paragraphs 2-3; and page 10, column 1, Out-of-Order 
Execution Engine, paragraph 3 and Figure 6); 

d. Fetching a third bundle of singly-threaded instructions (Intel page 4, column 1, 
Abstract lines 7-14; page 5, Processor Microarchitectures, lines 2-13; page 6, 
Thread-Level Parallelism, paragraph 1-2; page 6, Thread-Level Parallelism, lines 
3-8 and Figure 3; page 7, column 1, paragraph 3 to column 2, paragraph 2; page 7, 
First Implementation on the Intel Xeon Processor Family, paragraphs 2-3; and 
page 10, column 1, Out-of-Order Execution Engine, paragraph 3 and Figure 6); 
and 

e. Distributing the third bundle to another one of the clusters units for execution 
therethrough (Intel page 4, column 1, Abstract lines 7-14; page 5, Processor 
Microarchitectures, lines 2-13; page 6, Thread-Level Parallelism, paragraph 1-2; 
page 6, Thread-Level Parallelism, lines 3-8 and Figure 3; page 7, column 1, 
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paragraph 3 to column 2, paragraph 2; page 7, First Implementation on the Intel 
Xeon Processor Family, paragraphs 2-3; and page 10, column 1, Out-of-Order 
Execution Engine, paragraph 3 and Figure 6). 

17. Referring to claim 15, Intel has taught in a processor architecture of the type having two 
or more clusters of execution units for processing instructions, the improvement comprising: 

a. A configuration bit for specifying a wide mode or a throughput mode of operation 
(Intel page 12, columns 1-2, Single-Task and Multi-Task Modes all); 

b. A thread decoder for grouping instructions of a singly- or multiply-threaded 
program into singly-threaded bundles and for distributing the bundles to the 
clusters according to the configuration bit (Intel page 4, column 1, Abstract lines 
7-14; page 5, Processor Microarchitectures, lines 2-13; page 6, Thread-Level 
Parallelism, paragraph 1-2; page 6, Thread-Level Parallelism, lines 3-8 and Figure 
3; page 7, column 1, paragraph 3 to column 2, paragraph 2; page 7, First 
Implementation on the Intel Xeon Processor Family, paragraphs 2-3; page 10, 
column 1, Out-of-Order Execution Engine, paragraph 3 and Figure 6; and page 
12, columns 1-2, Single-Task and Multi-Task Modes all and Figure 7); 

c. Wherein the singly-threaded bundles are distributed across a plurality of clusters 
in the wide mode and each singly-threaded bundle is distributed to one of the 
clusters in throughput mode (Intel page 12, columns 1-2, Single-Task and Multi- 
Task Modes all). 

18. Referring to claim 16, Intel has taught wherein each cluster comprises a core and register 
file (Intel page 10, column 1, Out-of-Order Execution Engine, paragraph 3 and Figure 6). 
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19. Referring to claim 1 8, Intel has taught a method for processing bundled instructions 
through execution xmits of a processor, comprising the steps of: 

a. Determining, based upon a configuration bit, a throughput mode or wide mode of 
operation (Intel page 12, columns 1-2, Single-Task and Multi-Task Modes all); 

b. Fetching a first bundle of singly-threaded instructions from a singly- or multiply- 
threaded program (Intel page 4, column 1, Abstract lines 7-14; page 5, Processor 
Microarchitectures, lines 2-13; page 6, Thread-Level Parallelism, paragraph 1-2; 
page 6, Thread-Level Parallelism, lines 3-8 and Figure 3; page 7, column 1, 
paragraph 3 to column 2, paragraph 2; page 7, First Implementation on the Intel 
Xeon Processor Family, paragraphs 2-3; and page 10, column 1, Out-of-Order 
Execution Engine, paragraph 3 and Figure 6); 

c. If in throughput mode of operation, distributing the first bundle to a first cluster of 
the execution units for execution therethrough (Intel page 12, columns 1-2, 
Single-Task and Multi-Task Modes all); 

d. If in wide mode of operation, distributing the first bundle to multiple clusters of 
the execution units for execution therethrough (Intel page 12, columns 1-2, 
Single-Task and Multi-Task Modes all); 

e. • Fetching a second bundle of singly-threaded instructions from the program (Intel 

page 4, column 1, Abstract lines 7-14; page 5, Processor Microarchitectures, lines 
2-13; page 6, Thread-Level Parallelism, paragraph 1-2; page 6, Thread-Level 
Parallelism, lines 3-8 and Figure 3; page 7, column 1, paragraph 3 to column 2, 
paragraph 2; page 7, First Implementation on the Intel Xeon Processor Family, 
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paragraphs 2-3; and page 10, column 1, Out-of-Order Execution Engine, 
paragraph 3 and Figure 6); 

f. If in throughput mode of operation, distributing the second bundle to a second 
cluster of the execution units for execution therethrough (Intel page 12, columns 
1-2, Single-Task and Multi-Task Modes all); and 

g. If in wide mode of operation distributing the second bundle to multiple clusters of 
the execution units for execution therethrough (Intel page 12, columns 1-2, 
Single-Task and Multi-Task Modes all). 

Response to Arguments 

20. Applicant's arguments filed 07 August 2006 have been fully considered but they are not 
persuasive. 

2 1 . Applicants argue in essence on pages 2-3 

Intel instead teaches away fi-om step a), disclosing that "on a processor with 
HyperThreaded technology, executing HALT transitions the processor from MT- 
mode to STO- or ST 1 -mode, depending on which logical processor executed the 
HALT."... Again teaching away from step a), Intel discloses that "in STO- or STl- 
modes, an interrupts sent to a HALTed processor would cause a transition to MT- 
mode.". . .The mode transition of Intel is not based upon a configuration bit. In 
fact, Intel does not disclose a configuration bit with relation to single-task and 
multi-task modes of operation. 

22. This has not been found persuasive. It is unclear to the Examiner how the teaching of a 
HALT transition teaches away fi-om step a) in the claims. Step a) recites "determining a 
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throughput mode of operation, based upon a configuration bit". The claim language merely 
states that the operation throughput mode is based on some type of bit. Intel has taught that the 
HALT interrupt causes a transition. The HALT interrupt is comprised of a number of bits, any 
of which can be called "a configuration bit", as defined in the claim, since they all cause the 
throughput mode to change. There is nothing in Intel stating that a configuration bit cannot be 
used to change the throughput mode. It appears that Applicants arguments are relying on a 
definition that is not explicitly found in the specification for "a configuration bit" and the 
Examiner cannot read limitations fi-om the specification into the claim language. In response to 
applicant's argument that the references fail to show certain features of applicant's invention, it is 
noted that the features upon which applicant relies (i.e., a specific meaning to the term 
"configuration bit") are not recited in the rejected claim(s). Although the claims are interpreted 
in light of the specification, limitations from the specification are not read into the claims. See In 
re Van Geuns, 988 F.2d 1181, 26 USPQ2d 1057 (Fed. Cir. 1993). 
23. Applicant argues in essence on pages 3-7 

...But, Intel does not disclose or suggest bundling instructions, nor fetching 
singly-threaded instructions as required by step b). The window of Intel is not 
equivalent to bundling instructions. Further, Intel does not disclose or suggest 
distributing bundled instructions to a specific cluster, as required by step c). Intel 
also does not disclose or suggest fetching a second bundle of singly-threaded 
instructions, as required by step d), and does not disclose or suggest distributing 
these second bundle of instructions to a specific cluster, as required by step e). 
Intel does not disclose bundling of instructions. 
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24. This has not been found persuasive. Intel has taught two modes of throughput MT-mode 
and STO- and STl-mode (Intel page 12, Single-Task and Multi-Task Modes). MT-mode is 
muhiple thread mode which executes multiple threads throughout the multiple clusters 
simultaneously. STO-mode is a single thread mode which executes a single thread through one 
processor, e.g. cluster 1 . STl-mode is another single thread mode which executes a single thread 
through another processor, e.g. cluster 2. The distinction between STO- and STl-mode means 
that instructions are designated executed by different clusters, which Intel taught the advantage 
of in its discussion cited in the above rejection. Intel further teaches the out-of-order execution is 
utilized to optimize usage of all resources (Intel column 10, colxmm 1, Out-of-Order Execution 
Engine). Also, Intel has discussed repeatedly throughout the entire document and shown in 
Figure 5 and Figure 6 that multiple instructions, e.g. instruction bundles, are fetched when in a 
single mode. Intel has also shown that multiple bundles must be fetched from a single program. 
For example, Intel on page 13 begins discussion about performance benchmarks of the Xeon^M 
processor family with regards to 1-4 processors with and without hyper-threading. This means 
that entire benchmark programs had to have been run utilizing the method described with regards 
to hyper-threading. Therefore, multiple instructions, e.g. multiple instruction bundles, had to be 
fetched for execution. 

Conclusion 

25. THIS ACTION IS MADE FINAL. Applicant is reminded of the extension of time 
policy as set forth in 37 CFR 1.136(a). 

26. A shortened statutory period for reply to this final action is set to expire THREE 
MONTHS from the mailing date of this action. In the event a first reply is filed within TWO 
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MONTHS of the mailing date of this final action and the advisory action is not mailed until after 
the end of the THREE-MONTH shortened statutory period, then the shortened statutory period 
will expire on the date the advisory action is mailed, and any extension fee pursuant to 37 
CFR 1.136(a) will be calculated fi-om the mailing date of the advisory action. In no event, 
however, will the statutory period for reply expire later than SIX MONTHS from the mailing 
date of this final action. 

27. Any inquiry concerning this communication or iearlier communications from the 
examiner should be directed to Aimee J. Li whose telephone number is (571) 272-4169. The 
examiner can normally be reached on M-T 7:30am-5 :00pm. 

28. If attempts to reach the examiner by telephone are unsuccessfiil, the examiner's 
supervisor, Eddie Chan can be reached on (571) 272-4162. The fax phone number for the 
organization where this application or proceeding is assigned is 703-872-9306. 

29. Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). 



AJL 

Aimee J. Li 

29 October 2006 
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SUPERVISORY PATENT EXAMINER 
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